Understanding output voltage limitations of DC/DC buck converters

By John Tucker
Low Power DC/DC Applications

Introduction
Product datasheets for DC/DC converters typically show an operating range for input and output voltages. These operating ranges may be broad and in some cases may overlap. It is usually not possible to derive any arbitrary output voltage from the entire range of permissible input voltages. There are several factors that can cause this, including the internal reference voltage, the minimum controllable ON time, and the maximum duty-cycle constraints.

Ideal buck-converter operation
Consider the theoretical, ideal buck converter shown in Figure 1. The buck converter is used to generate a lower output voltage from a higher DC input voltage.

If the losses in the switch and catch diode are ignored, then the duty cycle, or the ratio of ON time to the total period, of the converter can be expressed as

$$D = \frac{V_{OUT}}{V_{IN}} . \tag{1}$$

The duty cycle is determined by the output of the error amplifier and the PWM ramp voltage as shown in Figure 2. The ON time starts on the falling edge of the PWM ramp voltage and stops when the ramp voltage equals the output voltage of the error amplifier. The output of the error amplifier in turn is set so that the feedback portion of the output voltage is equal to the internal reference voltage. This closed-loop feedback system causes the output voltage to regulate at the desired level. If the output of the...
error amplifier falls below the PWM ramp minimum, then a 0% duty cycle is commanded, the converter will not switch, and the output voltage is 0 V. If the error-amplifier output is above the PWM ramp peak, then the command- ed duty cycle is 100% and the output voltage is equal to the input voltage. For error-amplifier outputs between these two extremes, the output voltage will regulate to

\[ V_{\text{OUT}} = D \times V_{\text{IN}}. \]  

(2)

### Practical limitations

For the ideal buck converter, any output voltage from 0 V to \( V_{\text{IN}} \) may be obtained. In actual DC/DC converter circuits, there are practical limitations. It has been shown that the output voltage is proportional to the duty cycle and input voltage. Given a particular input voltage, there are limitations that prevent the duty cycle from covering the entire range from 0 to 100%. Most obvious is the internal reference voltage, \( V_{\text{REF}} \). Normally, a resistor divider network as shown in Figure 1 is used to feed back a portion of the output voltage to the inverting terminal of the error amplifier. This voltage is compared to \( V_{\text{REF}} \) and, during steady-state regulation, the error-amplifier output will not go below the voltage required to maintain the feedback voltage equal to \( V_{\text{REF}} \). So the output voltage will be

\[ V_{\text{OUT}} = V_{\text{REF}} \left( \frac{R_1}{R_2} + 1 \right). \]  

(3)

As \( R_2 \) approaches infinity, the output voltage goes to \( V_{\text{REF}} \) so that the output cannot be regulated to below the reference voltage.

There may also be constraints on the minimum controllable ON time. This may be caused by limitations in the gate-drive circuitry or by intentional delays. This minimum controllable ON time puts an additional constraint on the minimum achievable \( V_{\text{OUT}} \):

\[ V_{\text{OUT(min)}} = t_{\text{on(min)}} \times V_{\text{IN}} \times f_s, \]  

(4)

where \( t_{\text{on(min)}} \) is the minimum controllable ON time and \( f_s \) is the switching frequency.

The duty cycle may also be constrained at the upper end. In many converters, a dead time is required to charge the high-side-switching FET gate-drive circuit. Feedforward circuitry may also cause a flattening of the PWM ramp waveform as the slope of the PWM ramp is increased while the period remains constant. This will limit the maximum output voltage with respect to \( V_{\text{IN}} \). Typically, if there is a maximum duty-cycle limit, it will be expressed as a percentage, and the maximum output voltage will be

\[ V_{\text{OUT(max)}} = V_{\text{IN}} \times D_{\text{max}}. \]  

(5)

### Effect of circuit losses

So far we have assumed that the components in the circuit are ideal and lossless. Of course, this is not the case. There are conduction losses associated with the components that are important in determining the minimum and maximum achievable output voltage. Most important of these are the on resistance of the high- and low-side switch elements, and the series resistance of the output inductor. Taking these losses into account, we can now express the duty cycle of the converter as

\[ D = \frac{V_{\text{OUT}} + I_{\text{OUT}} \times (r_{\text{DS2}} + R_L)}{V_{\text{IN}} - I_{\text{OUT}} \times (r_{\text{DS1}} - r_{\text{DS2}})}. \]  

(6)

where \( r_{\text{DS1}} \) is the on resistance of the high-side switch, \( S_1 \); \( r_{\text{DS2}} \) is the on resistance of the low-side switch, \( S_2 \); and \( R_L \) is the output-inductor series resistance. Since the loss terms are added to the numerator and subtracted from the denominator, the duty cycle increases with increasing load current relative to the ideal duty cycle. This has the effect of increasing the available minimum voltage. The worst-case situation for determining the minimum available output voltage occurs when the input voltage is at its maximum specification, the output current is at the minimum load specification, and the switching frequency is at its maximum value. The minimum output voltage is then

\[ V_{\text{OUT(min)}} = D_{\text{max}} \times (V_{\text{IN(max)}} - I_{\text{OUT(min)}} \times (r_{\text{DS2}} + R_L)). \]  

(7)

In contrast, the loss terms decrease the available maximum voltage, and the worst-case conditions occur at the minimum input voltage and maximum load current. Since the limiting factor, maximum duty cycle, is specified as a percentage, the switching frequency is not relevant. The maximum available output voltage is given by

\[ V_{\text{OUT(max)}} = D_{\text{max}} \times (V_{\text{IN(min)}} - I_{\text{OUT(max)}} \times (r_{\text{DS1}} - r_{\text{DS2}})) \]  

\[ -I_{\text{OUT(max)}} \times (r_{\text{DS2}} + R_L). \]  

(8)

### Examples

Now we can consider a typical application and calculate the minimum and maximum output voltages. For this example, the input-voltage range is 20 to 28 V, and the load current required is 2 to 3 A. Table 1 shows typical datasheet characteristics of the DC/DC converter.

First we need to calculate the minimum available output voltage by substituting the following parameters into

<table>
<thead>
<tr>
<th>Table 1. Typical datasheet characteristics of DC/DC converter</th>
</tr>
</thead>
<tbody>
<tr>
<td>PARAMETER</td>
</tr>
<tr>
<td>-------------------</td>
</tr>
<tr>
<td>Reference Voltage (V)</td>
</tr>
<tr>
<td>Switching Frequency (kHz)</td>
</tr>
<tr>
<td>Minimum Controllable ON Time (ns)</td>
</tr>
<tr>
<td>Maximum Duty Cycle (%)</td>
</tr>
<tr>
<td>FET r(<em>{\text{DS(on)}}) (V(</em>{\text{IN}}) &lt; 10 V) (m(\Omega))</td>
</tr>
<tr>
<td>FET r(<em>{\text{DS(on)}}) (V(</em>{\text{IN}}) = 10 to 30 V) (m(\Omega))</td>
</tr>
</tbody>
</table>
Equation 7: \( t_{\text{on(min)}} = 200 \text{ ns} \), \( f_{\text{s(max)}} = 600 \text{ kHz} \), \( r_{\text{DS1}} = r_{\text{DS2}} = r_{\text{DS(on)}} = 100 \text{ m}\Omega \), \( V_{\text{IN(max)}} = 28 \text{ V} \), and \( I_{\text{OUT(min)}} = 2 \text{ A} \). Since the worst-case conditions occur when \( t_{\text{on(min)}} \) and \( f_{\text{s}} \) are at the maximum and the loss terms are at a minimum, we use the appropriate specifications from Table 1. We also need to supply the series resistance of the output inductor. A typical value for the series resistance is 25 m\( \Omega \), so Equation 7 can be solved as

\[
\begin{align*}
V_{\text{OUT(min)}} &= \frac{200 \times 600 \times [28 - 2 \times (0.1 - 0.1)] - [2 \times (0.1 + 0.025)]}{3.306} \\
&= 3.306 \text{ V}.
\end{align*}
\]

To calculate the maximum output voltage, we need to substitute the following values into Equation 8: \( r_{\text{DS1}} = r_{\text{DS2}} = r_{\text{DS(on(max)}} = 200 \text{ m}\Omega \), \( V_{\text{IN(min)}} = 20 \text{ V} \), \( I_{\text{OUT(max)}} = 3 \text{ A} \), \( D_{\text{max}} = 87\% \), and \( R_{L} = 25 \text{ m}\Omega \). With these values, Equation 8 becomes

\[
V_{\text{OUT(max)}} = 0.87 \times [20 - 3 \times (0.2 - 0.2)] - [3 \times (0.2 + 0.25)]
= 16.725 \text{ V}.
\]

In the example, both switch elements, \( S1 \) and \( S2 \), are considered active switches. This configuration is the synchronous buck regulator. If both switches are internal to the converter's integrated circuit, they will likely have the same on-resistance characteristics, and \( I_{\text{OUT}} \times (r_{\text{DS1}} - r_{\text{DS2}}) \) will be zero. In many applications, the low-side switch element is replaced with a passive element, usually a Schottky diode. These devices do not specify an on resistance but instead have a forward conduction voltage; so, for the nonsynchronous buck converter, the minimum and maximum output voltages are

\[
\begin{align*}
V_{\text{OUT(min)}} &= t_{\text{on(min)}} \times f_{\text{s(max)}} \times V_{\text{IN(max)}} - (I_{\text{OUT(min)}} \times r_{\text{DS1}}) - (I_{\text{OUT(min)}} \times R_{L} - V_{d}) \\
&= 200 \times 600 \times [28 - 2 \times (0.1 - 0.1)] - [2 \times (0.1 + 0.025)] \\
&= 3.306 \text{ V}.
\end{align*}
\]

\[
\begin{align*}
V_{\text{OUT(max)}} &= D_{\text{max}} \times V_{\text{IN(min)}} - (I_{\text{OUT(max)}} \times r_{\text{DS1}}) - V_{d} \\
&= 87\% \times 20 - (3 \times 100 \text{ m}\Omega) - 0.4 \text{ V} \\
&= 16.725 \text{ V}.
\end{align*}
\]

If the diode forward-voltage drop is 0.4 V, then for the example given, the minimum and maximum output voltages would be 2.838 V and 18.525 V, respectively. The nonsynchronous buck converter is capable of lower or higher output voltages than the synchronous buck converter under the same conditions.

**Conclusion**

While the ideal buck converter can theoretically provide any output voltage from \( V_{\text{IN}} \) down to 0 V, practical limitations do exist. The output voltage cannot go below the internal reference voltage, and internal circuit operation may limit the minimum ON time and maximum duty cycle. Additionally, real-world circuits contain losses. These losses can act to extend the duty cycle at higher load currents and may be used to one’s advantage when output-voltage extremes exist.

**Related Web sites**

[power.ti.com](http://power.ti.com)
Texas Instruments Incorporated and its subsidiaries (TI) reserve the right to make corrections, modifications, enhancements, improvements, and other changes to its products and services at any time and to discontinue any product or service without notice. Customers should obtain the latest relevant information before placing orders and should verify that such information is current and complete. All products are sold subject to TI’s terms and conditions of sale supplied at the time of order acknowledgment.

TI warrants performance of its hardware products to the specifications applicable at the time of sale in accordance with TI’s standard warranty. Testing and other quality control techniques are used to the extent TI deems necessary to support this warranty. Except where mandated by government requirements, testing of all parameters of each product is not necessarily performed.

TI assumes no liability for applications assistance or customer product design. Customers are responsible for their products and applications using TI components. To minimize the risks associated with customer products and applications, customers should provide adequate design and operating safeguards.

TI does not warrant or represent that any license, either express or implied, is granted under any TI patent right, copyright, mask work right, or other TI intellectual property right relating to any combination, machine, or process in which TI products or services are used. Information published by TI regarding third-party products or services does not constitute a license from TI to use such products or services or a warranty or endorsement thereof. Use of such information may require a license from a third party under the patents or other intellectual property of the third party, or a license from TI under the patents or other intellectual property of TI.

Reproduction of information in TI data books or data sheets is permissible only if reproduction is without alteration and is accompanied by all associated warranties, conditions, limitations, and notices. Reproduction of this information with alteration is an unfair and deceptive business practice. TI is not responsible or liable for such altered documentation.

Resale of TI products or services with statements different from or beyond the parameters stated by TI for that product or service voids all express and any implied warranties for the associated TI product or service and is an unfair and deceptive business practice. TI is not responsible or liable for such altered documentation.

Following are URLs where you can obtain information on other Texas Instruments products and application solutions:

**Products**
- Amplifiers: amplifier.ti.com
- Data Converters: dataconverter.ti.com
- DSP: dsp.ti.com
- Interface: interfaz.ti.com
- Logic: logic.ti.com
- Power Management: power.ti.com
- Microcontrollers: microcontroller.ti.com

**Applications**
- Audio: www.ti.com/audio
- Automotive: www.ti.com/automotive
- Broadband: www.ti.com/broadband
- Digital control: www.ti.com/digitalcontrol
- Military: www.ti.com/military
- Optical Networking: www.ti.com/opticalnetwork
- Security: www.ti.com/security
- Telephony: www.ti.com/telephony
- Video & Imaging: www.ti.com/video
- Wireless: www.ti.com/wireless

**TI Worldwide Technical Support**

**Internet**
- TI Semiconductor Product Information Center Home Page: www.tij.co.jp/pic
- TI Semiconductor KnowledgeBase Home Page: www.ti.com/knowledgebase
- Product Information Centers: support.ti.com/sc/pic

**Americas**
- Phone: +1(972) 644-5580
- Fax: +1(972) 927-6377

**Europe, Middle East, and Africa**
- European Free Call: 00800-ASK-TEXAS (00800 275 83927)
- International: +49 (0) 8161 80 2121
- Russian Support: +7 (4) 95 98 10 701

**Japan**
- International/Fax: +81-3-3344-5317
- Domestic: 0120-81-0036

**Asia**
- International: +886-2-23788800
- Domestic Toll-Free Number: 1-800-999-084
- Toll-Free Number: 1-800-999-084
- Malaysia: 1-800-999-084
- New Zealand: 0800-446-934
- Philippines: 1-800-765-7404
- Singapore: 800-888-1028
- Taiwan: 0800-008B00
- Thailand: 001-800-866-0010
- Australia: +1-800-999-084
- Malaysia: +1-800-999-084
- New Zealand: 0800-446-934
- Philippines: 1-800-765-7404
- Singapore: 800-888-1028
- Taiwan: 0800-008B00
- Thailand: 001-800-866-0010
- China: +886-2-23788800
- India: +91-80-41381665 (Toll)
- Indonesia: 011-80-8861-1006
- Korea: 080-551-2804
- Japan: 080-980-8800
- Russia: +7 (4) 95 98 10 701
- United Arab Emirates: +971-4-370-5163
- United Kingdom: +44-1-485-3400
- Vietnam: +84-8-900-8666

**Americas**
- Product Information Centers: support.ti.com/sc/pic/americas.htm
- Internet: www.ti.com/products

**Europe, Middle East, and Africa**
- Euro-Asia: +800-10-70-800
- Asia: +800-10-70-800
- Australia: +800-10-70-800
- China: +800-10-70-800
- Hong Kong: +800-10-70-800
- India: +800-10-70-800
- Indonesia: +800-10-70-800
- Korea: +800-10-70-800
- Malaysia: +800-10-70-800
- New Zealand: +800-10-70-800
- Philippines: +800-10-70-800
- Singapore: +800-10-70-800
- Taiwan: +800-10-70-800
- Thailand: +800-10-70-800
- Vietnam: +800-10-70-800

**Internet**
- Global: www.support.ti.com

**Fax**
- Asia Pacific: +886-2-2388-6000
- Europe, Middle East, and Africa: +800-10-70-800
- Americas: +800-10-70-800

**Email**
- Asia Pacific: asia@ti.com
- Europe, Middle East, and Africa: eea@ti.com
- Americas: america@ti.com

**Mailing Address**
- Texas Instruments
- Post Office Box 655303
- Dallas, Texas 75265

© 2008 Texas Instruments Incorporated

**Safe Harbor Statement:** This publication may contain forward-looking statements that involve a number of risks and uncertainties. These “forward-looking statements” are intended to qualify for the safe harbor from liability established by the Private Securities Litigation Reform Act of 1995. These forward-looking statements generally can be identified by phrases such as “TI or its management ‘believes,’” “expects,” “anticipates,” “foresees,” “forecasts,” “estimates” or other words or phrases of similar import. Similarly, such statements herein that describe the company’s products, business strategy, outlook, objectives, plans, intentions or goals also are forward-looking statements. All such forward-looking statements are subject to certain risks and uncertainties that could cause actual results to differ materially from those in forward-looking statements. Please refer to TI’s most recent Form 10-K for more information on the risks and uncertainties that could materially affect future results of operations. We disclaim any intention or obligation to update any forward-looking statements as a result of developments occurring after the date of this publication.

**Trademarks:** All trademarks are the property of their respective owners.